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Symbols used in this manual

Danger!

Denotes impending danger. 
Non-observance of this warning may result 
in death or extremely severe injuries.

Caution!

Denotes a possibly dangerous situation. 
Non-observance of this warning may result in 
slight injury or damage to property.

Note

Denotes application tips and important 
information.

Symbols on the power tool
Before switching on the power 
tool, read the operating manual!

Wear goggles!

Disposal information for the old 
appliance!
(See Page 19)

Technical specifications

Machine type L3403VRG

Order number 299.278

Tool Ø max. mm 160

Shaft thread mm 22,23

Maximum circumferential speed m/s 80

Spindle diameter M14/SW17

Speed r.p.m. 1100–3700

Power input W 1400

Power output W 880

Weight (without power cord) kg 1,9

Safety class II /  
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Overview

1 Spindle

2 Bail handle

3 Handle

4 Spindle lock
Secures the spindle when the tool is 
changed.

5 Gear head
With air outlet and direction-of-rotation 
arrow.

6 Rating plate

7 Locking button
Locks the switch (8) during continuous 
operation.

8 Switch
Switches the polisher on and off and 
also accelerates it up to the 
preselected speed.

9 4.0 m power cord with plug

10 Dial for preselecting the speed

11 Hexagon-socket key
For attaching the bail handle.
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For your safety

Danger!

Before using the polisher, please read and 
follow:

– these operating instructions,
– the “General safety instructions” on the 

handling of power tools in the enclosed 
booklet (leaflet-no. 315.915/04.04),

– the currently valid site rules and the 
regulations for the prevention of 
accidents.

This polisher is state-of-the-art and has 
been constructed in accordance with the 
acknowledged safety regulations. 
Nevertheless, when in use, the power tool 
may be a danger to life and limb of the user 
or a third party, or the power tool or other 
property may be damaged. The polisher 
may be used only

– used as intended,
– in perfect working order.

Faults which impair safety must be repaired 
immediately.

Noise

Caution

Wear ear protection at a sound pressure 
above 85 dB(A).

Measured according to EN 50144:
:

Vibration
Weighted effective value of acceleration 
according to EN 50144: 7 m/s²

Intended use
This polisher is designed

– is designed for industrial applications,

– for all types of polishing work with 
polishing sponges, lambskins and 
woolskins, felt plate, buffing disc

– for surface grinding with sanding sheet 
on a backing pad

– for use with polishing and grinding tools 
which are permitted to be used at 
a speed of at least 3700 r.p.m.

Safety instructions

Danger!

n When using the power tool, 
wear protective equipment:

Goggles, dust mask, ear protection, 
protective gloves, sturdy shoes.
If required, also wear an apron!

n Always guide the polisher with both 
hands. The bail handle (2) must be 
attached!

n Do not clamp the polisher in a vice.

n Always lay the power cord (9) to the rear 
away from the polisher.

n Clamp the workpiece if it is not securely 
positioned by its own weight.

n Use only tools which have a permitted 
speed at least as high as the nominal 
speed of the polisher.

n Note the dimensions of the tools. The hole 
diameter must fit onto the clamping 
without play or pretension. Do not use any 
adapters or reducers.

n Store and handle grinding tools 
according to the manufacturer’s 
instructions.

Sound pressure LPA dB(A) 84

Sound power LWA dB(A) 97
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n Before using the machine, check that 
the installed tools have been secured 
according to the manufacturer’s 
instructions.

n Before using the machine, check that 
the grinding tools have been installed 
and secured correctly.  Switch on the 
machine at no load for 30 seconds! 

Interrupt the test run immediately if 
violent vibrations occur or other damage 
is established. Check the machine to 
determine the cause.

n Keep hands away from rotating tools.

n Do not load the polisher to such an 
extent that it stops.

n Before putting the polisher down, switch 
it off and wait until it stops.

n Protect persons and flammable objects 
from flying sparks. Set the guard 
correctly.

n Do not grind or cut materials which 
release hazardous substances 
(e.g. asbestos).

n If polishers are used outdoors or are 
exposed to extreme metal dusts, 
connect via a residual-current-operated 
circuit-breaker (tripping current 
maximum 30 mA). 

n Use only extension cables permitted for 
outdoor use.

n Mark the polisher with adhesive labels 
only. Do not drill any holes into the 
housing.

Damage to property!

n The mains voltage and the voltage 
specifications on the rating plate (6) 
must correspond.

n Do not press the spindle lock (4) until the 
tool stops.

Operating instructions

Danger!
Before carrying out any work on the 
polisher, always pull out the mains plug.

Before switching on the angle 
grinder
Unpack the polisher and check that there 
are no missing or damaged parts.

Attaching the bail handle

1. Push the bail handle over the gear 
head, ensuring that the finger recess is 
face down.

2. Attach the bail handle with the 
2 enclosed screws and key (11).

Note

Alternatively, the handle (3) can be attached 
(on the right or left). First, remove the bail 
handle.
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Switch on and off

Brief operation without engaged 
switch rocker:

– Press and hold down the switch. 

– To switch off, release the switch.

Continuous operation with engaged 
switch rocker:

– Press and hold down the switch.

– To lock into position, hold down the 
locking button and release the switch.

– To switch off, briefly press and release 
the switch.

Note

Following a power failure, the switched 
on power tool does not restart.

Preselecting the speed

– To set the operating speed, move the 
dial (10) to the required value.

– Gently press the switch (8) to accelerate 
the power tool up to the preselected 
speed.

Caution! 

Risk of injury due to destruction of the tool. 
Use the appropriate tool for the job.

Note

If an overload or overheating occurs during 
continues operation, the power tool 
automatically reduces the speed until the 
power tool has cooled down adequately.
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